DOCUMENT CAMERA
ELMO L-12iD

Enhanced zoom capability, multi-directional camera positions,
video recording function without a computer and direct
interaction with the ELMO CRA-1 wireless tablet adds more
flexibility and latitude to teaching and learning. L-12iD is an
exceptionally popular Teacher’s Tool line of classroom docu-
ment cameras.The ELMO L-12iD is the next generation docu-
ment camera in the popular L-12 series of document cameras.
The L-12iD is an all-inclusive document camera designed for
teachers looking to incorporate 21st century classroom
technology to create dynamic lessons that enhance learning,
interaction, creativity and academic performance of students.
The L-12iD is now equipped with HDMI input and a BRAND
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NEW sleek remote control.

L-12iD SPECIFICATION

Power Source

DC 12V

Brightness

Auto/ Manual

Power Consumption

16.2W

Image Rotaion

0° to 180° Default Setting: 0°

Outside Dimensions

355 x 373 x 426 mm (When Setup)
195 x 294 x 469 mm (When Folded)

Gamma Mask

Provided

Approx: 3.2Kg (Main Body Only)

AF (Focus)

Manual (One Push)

Weight Highlight Mask | Provided
Ext. Ctrl. Terminal USB3.0 Type MiniBx 1 Image Storage Provided
Lens F=4.0mm- 48.0mm Video Storage Provided
Frame Rate 30fps Input Selection Main/ External

Focus Range

50 mm ~ oo/ 200 mm ~ oo

Focus

Auto (One Push)

USB Camera Func.

Provided

Exposure

Auto (Possible to Adjust)

Memory Interface

SD Card Slot x 1

Image Sensor

1/2.8 inch CMOS

Image Mode

Text (1/2/3)/ Colored Doc 1/ Colored Doc 2

Effective Pixels

H: 1920 V: 1536

Pause

Provided

Resolution

Analog RGB/ H/V: 8000 TV or More

Zoom

12x Optical Zoom, 8x Digital Zoom

Output Terminals

RGB Output Mini-Dsub 15p Connector Female,
Line Output terminal 3.5mm Stereo Mini Jack,
HDMI Output Treminal x 1

Image Output

SXGA, WXGA, XGA, 1080p, 720p

HDMI Output

1080p, 720p

White Balance

Auto/ One Push/ Manual
USB 2.0 High Speed(480Mbps)

Input Terminals

RGB lutput Mini-Dsub 15p Connector Female,
Line lutput terminal 3.5mm Stereo Mini Jack,
HDMI lutput Treminal x 1

Flicker Correction

60Hz/ 50Hz

+ve/ -ve Conversion

Provided

Color Selection

Provided

Ilumination Lamp

White LED

Accessories

Ac Adapter, Power Cord, USB Cable, Instruction
Manual,Image Made CD Rom Infrared Wireless
Remote Control ,AAA Battery,

Easy Strat-Up Guide, Warranty Sheet
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