
DOCUMENT CAMERA

The ELMO MX-1 features a 13-megapixel sensor, 8X Digital 
Zoom(Max) and up to 60 framesper-second video (at full 
resolu�on) for stunning image quality and performance allow-
ing you to see detail o�en not visible to the human eye.Take 
photos or video using the camera func�on and include them in 
future presenta�on – it’s all so easy. Create more engaging 
lesson content by easily capturing images, video and audio 
with the ELMO MX-1 Document Camera. You can even take a 
video of a science experiment with the document camera, 
save it on your PC/Laptop via USB or save to a SD Card and use 
it in your next class and students can record their demonstra-
�ons during presenta�ons for later review. The ELMO MX-1 is 
powerful, robust and full of useful features that will revolu-        
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SENSOR
1/3.1” CMOS Colour sensor

XGA / WXGA / 720p / 1080i/p/ 3M/ 4K/ 13M

PC.

LENS
F=2.0

0˚ - 180˚ (Camera Video)

COLOR MODE
Normal/ Grey/ Nega�ve/ Black and White

DC 5V (Power Supply By The USB Bus Power)

2.87kg

HDMI (Out)/ VGA (Out) (Thru Expansion Box), USB 

Opera�ng system: Windows / 10 (64bit).
CPU: i5/i7, Physical memory: 4GB
Memory: 16GB

ELMO MX-1, AC Adapter, USB Cable (Micro standard-
B), DC Power Cable, Setup Guide, Product Warranty, E-
pansion Box (Op�onal)

Opera�ng: 73.2 x 294.3 x 298 mm
Folded: 80 x 244 x 18 mm

H: 4160, V: 3120 

Slave°—1 (USB camera)

374 x 281 mm (Height: 286mm) Aspect 4:3

ZOOM
13 Megapixel, 8x Digital Zoom (Max),60 frame  
per second.
SHOOTING AREA

IMAGE CAPTURE

USB2

DIMENSIONS SETUP

POWER SUPPLY

IN THE BOX

INTERFACE

EFFECTIVE PIXELS

MINIMUM REQUIREMENTS

WEIGHT

OUTPUT RESOLUTION

FOCUS 

BRIGHTNESS ADJUSTMENT
Auto (One Push)

Auto (Set Value 0 ~ 12)

IMAGE ROTATION

�ons any classroom lessons and me�ng room.


